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New Residences at 97 Atlantic Street

ZONING SUMMARY
Zoning Classification - Residential B
Zoning
Maximum Floor Area Ratio 4
Minimum Lot Area 6,750
Minimum Yard Setback
Front 25’
Rear 25
Sides 25'
Lot Area P.D.U. 4,000
Minimum Lot Frontage 75
Maximum Number of Stories 3
Minimum Open Space P.D.U. 700
Parking per Unit 1.5
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SITE NOTES

1. LOCUS IS LOCATED WITHIN ZONE X (NOT SHADED) AS SHOWN ON THE FEMA F.l.R.M. COMMUNITY
PANEL NO. 25021C0066F DATED JUNE 9, 2014.

LOCUS DOES NOT LIE WITHIN A DEP DESIGNATED ZONE Il RESOURCE PROTECTION AREA.

LOCUS LIES IN THE CITY OF QUINCY RESIDENCE B (RES B) ZONING DISTRICT.
THERE ARE NO KNOWN ON-SITE WETLAND RESOURCE AREAS.

o >~ N

EXISTING CONDITIONS DATA WAS OBTAINED FROM AN ON-THE-GROUND SURVEY PERFORMED BY
SUMMIT LAND SURVEYING ON JULY 7, 2016.

6. LOCATIONS OF SUBSURFACE UTILITIES AND STRUCTURES, SHOWN HEREON, WERE OBTAINED FROM
ABOVE GROUND OBSERVED EVIDENCE, AS WELL AS AVAILABLE CITY AND PRIVATE UTILITY
RECORDS. THE SIZE, TYPE AND LOCATION OF UTILITIES SHOWN ARE APPROXIMATE. SUMMIT LAND
SURVEYING LLC ASSUMES NO RESPONSIBLILTY FOR DAMAGES INCURRED AS A RESULT OF
UTILITIES OMITTED OR INACCURATELY SHOWN. THE CONTRACTOR SHALL PROPERLY LOCATE ALL
UTILITIES PRIOR TO THE BEGINNING OF CONSTRUCTION BY CONTACTING DIGSAFE
(888—344-7233). THE CONTRACTOR SHALL EXCAVATE TEST PITS TO VERIFY UTILITY LOCATIONS
AS NECESSARY.

7. ELEVATIONS SHOWN HEREON REFER TO QUINCY CITY BASE. SEE CITY OF QUINCY PUBLIC WORKS
SEWER PLAN NUMBER 226 FOR ATLANTIC STREET, DATED 1902, REVISED IN 1973.

8. ABUTTER’S INFORMATION WAS COMPILED FROM THE LATEST AVAILABLE CITY OF QUINCY
ASSESSOR’S RECORDS.

ZONING DATA:

DISTRICT: RESIDENCE B (1-3 UNITS)

CRITERIA REQUIRED
MINIMUM LOT AREA 6,750 S.F.
MINIMUM LOT AREA (PER UNIT) 3,000 SiF.
MINIMUM OPEN SPACE (PER UNIT) 700 SF.

MAXIMUM FLOOR AREA RATIO (FAR) 0.4

MINIMUM LOT FRONTAGE 75’ MIN.
MINIMUM FRONT YARD 25" MIN.
MINIMUM SIDE YARD 13’ MIN.
MINIMUM REAR YARD 25’ MIN.

MAXIMUM HEIGHT 3 STORIES/35 FT.

ZONING DATA:

DISTRICT: RESIDENCE B (4-5 UNITS)

CRITERIA REQUIRED
MINIMUM LOT AREA 6,750 SF.
MINIMUM LOT AREA (PER UNIT) 4,000 SF.
MINIMUM OPEN SPACE (PER UNIT) 700 SIF.

MAXIMUM FLOOR AREA RATIO (FAR) 0.4

MINIMUM LOT FRONTAGE 75’ MIN.
MINIMUM FRONT YARD 25" MIN.
MINIMUM SIDE YARD 25’ MIN.
MINIMUM REAR YARD 25" MIN.

MAXIMUM HEIGHT 3 STORIES/35 FT.

GRAPHIC SCALE
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SITE NOTES
RUSSELL ST LEGEND ABBREVIATIONS
1. LOCUS IS LOCATED WITHIN ZONE X (NOT SHADED) AS SHOWN ON THE FEMA F..R.M. COMMUNITY -
PANEL NO. 25021C0066F DATED JUNE 9, 2014. — — —%40= — — INDEX CONTOUR BIT BITUMINOUS
INTERMEDIATE CONTOUR BCW BITUMINOUS CONCRETE WALK
ATLANTIC ST 2. LOCUS DOES NOT LIE WITHIN A DEP DESIGNATED ZONE Il RESOURCE PROTECTION AREA. SPOT GRADE CONC CONCRETE
%mcus 3. LOCUS LIES IN THE CITY OF QUINCY RESIDENCE B (RES B) ZONING DISTRICT. = GAS GATE CcP CONCRETE PAD
L
BILLINGS ST % 4. THERE ARE NO KNOWN ON-SITE WETLAND RESOURCE AREAS. ® WATER SERVICE Di DUCTILE IRON
5. EXISTING CONDITIONS DATA WAS OBTAINED FROM AN ON-THE—GROUND SURVEY PERFORMED BY - WATER SATE e FINISHED FLOOR ELEVATION
> . - -
o | |BaccuEL 2| | waLker SUMMIT LAND SURVEYING ON JULY 7, 2016. < YORANT N/F NOW OR FORMERLY
o | g| 1 ® SEWER MANHOLE SB/LP STONE BOUND WITH LEAD PLUG
Z 6. LOCATIONS OF SUBSURFACE UTILITIES AND STRUCTURES, SHOWN HEREON, WERE OBTAINED FROM S UTILITY POLE
& SAGAMIRE ST ABOVE GROUND OBSERVED EVIDENCE, AS WELL AS AVAILABLE CITY AND PRIVATE UTILITY TRW TIMBER RETAINING WALL
& RECORDS. THE SIZE, TYPE AND LOCATION OF UTILITIES SHOWN ARE APPROXIMATE. SUMMIT LAND W WATER LINE UP UTILITY POLE
N’ SURVEYING LLC ASSUMES NO RESPONSIBLILTY FOR DAMAGES INCURRED AS A RESULT OF - SEWER LINE
UTILITIES OMITTED OR INACCURATELY SHOWN. THE CONTRACTOR SHALL PROPERLY LOCATE ALL > Vee VERTICAL GRANITE CURBING
UTILITIES PRIOR TO THE BEGINNING OF CONSTRUCTION BY CONTACTING DIGSAFE G GAS LINE
LOCUS MAP SCALE: NOT TO SCALE (888-344-7233). THE CONTRACTOR SHALL EXCAVATE TEST PITS TO VERIFY UTILITY LOCATIONS OHW OVERHEAD WIRE
AS NECESSARY.

7. ELEVATIONS SHOWN HEREON REFER TO QUINCY CITY BASE. SEE CITY OF QUINCY PUBLIC WORKS
SEWER PLAN NUMBER 226 FOR ATLANTIC STREET, DATED 1902, REVISED IN 1973.

8. ABUTTER’S INFORMATION WAS COMPILED FROM THE LATEST AVAILABLE CITY OF QUINCY
ASSESSOR’S RECORDS.

FIND

ADA & MAAB NOTE

THE REGULATIONS OF THE AMERICANS WITH DISABILITIES ACT AND THE MA ARCHITECTURAL
ACCESS BOARD DO NOT APPLY TO THE PROPOSED SITE USE. AS SUCH, HANDICAP PARKING
AND ACCESSIBLE ROUTE PROVISIONS ARE NOT REQUIRED.
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i B N S 4\ [ —unpererouno 1. ALL STORMWATER CONVEYANCE PIPES SHALL BE ADS N—12 HDPE OR APPROVED 1. THE CONTRACTOR IS SPECIFICALLY CAUTIONED THAT THE LOCATION AND/OR ELEVATION OF EXISTING
=) = - ELECTRIC & waLEcOn EQUAL. UTILITIES AND STRUCTURES AS SHOWN ON THESE PLANS IS BASED ON RECORDS OF VARIOUS UTILITY
1 Hre——et+1—F COMPANIES AND WHERE POSSIBLE, MEASUREMENTS TAKEN IN THE FIELD. THIS INFORMATION IS NOT TO BE
(cooronate w1 7| [ g IIRR: LTy PROVIDER) 2. BACKFIL SHALL BE COMPACTED TO 95% MAXIMUM DRY DENSITY BY AASHTO T-180D RELIED UPON AS BEING EXACT OR COMPLETE. THE LOCATION OF ALL UNDERGROUND UTILITIES AND
APPLICABLE UTILITY . ! : STRUCTURES SHALL BE VERIFIED IN THE FIELD BY THE CONTRACTOR PRIOR TO THE START OF
PROVIDER) e 1Y unT1 ' unT2 aB it R 3. UNSUITABLE SOIL BELOW THE INVERT SHALL BE REMOVED AND REPLACED WITH CONSTRUCTION.  THE CONTRACTOR MUST CONTACT THE APPROPRIATE UTILITY COMPANY, ANY GOVERNING
| g APPROVED MATERIAL AND SHALL NOT BE USED AS BACKFILL. PERMITTING AUTHORITY, AND "DIGSAFE” AT LEAST 72 HOURS PRIOR TO ANY EXCAVATION WORK TO
4" DI WATER MAIN LINE—J__ , 5 REQUEST EXACT FIELD LOCATION OF UTILITIES AND THE ENGINEER SHALL BE NOTIFIED IN WRITING OF ANY
st ek copPER | TR e N e b oo TCH BASIN GRATES SHALL BE TYPICAL SQUARE OPENING GRATES UNLESS OTHERWISE UTILUITIES INTERFERING WITH THE PROPOSED CONSTRUCTION AND APPROPRIATE REMEDIAL ACTION SHALL BE
=36. =36. : TAKEN BEFORE PROCEEDING WITH THE WORK. IT SHALL BE THE RESPONSIBILITY OF THE CONTRACTOR TO
UNIT I L_} zs i /l 1y Lo 5. ALL CATCH BASINS SHALL HAVE A MINIMUM 4 SUMP AND OUTLETS FROM CATCH BASINS RELOCATE ALL EXISTING UTILITES WHICH CONFLICT WITH THE PROPOSED IMPROVEMENTS SHOWN ON THE
° . . T [rezea SHALL BE FITTED WITH A HOOD AS SPECIFIED IN THE CONSTRUCTION DETAILS. PLAN.
R=399 O & SOR3 S e 6. ALL CASTING SHALL BE FURBISHED FROM AN APPROVED VENDER THAT MEETS
= INFILTRATION SYSTEM : 2. THE CONTRACTOR SHALL BE RESPONSIBLE FOR ESTABLISHING AND MAINTAINING ALL CONTROL POINTS AND
Rezse T, | | T Y| wawrow AASHTO REQUIREMENTS FOR H-20 TRAFFIC LOADING. BENCHMARKS NECESSARY FOR THE WORK.
1=34.2 — 10° ADS N-12 10" ADS N-12 HDPE
o w o L 1=33.6 WATER & SEWER NOTES
o u| o4 8t (SEE DETAL) SOIL_TESTING 1. PROPOSED SERVICE CONSTRUCTION SHALL CONFORM TO ALL STANDARD CITY OF QUINCY GENERAL
"‘n ( w f\ I I \\2_ 10" INSPECTION THE DESIGN ENGINEER SHALL PERFORM ON-SITE SOIL EVALUATION IN THE LOCATION OF THE CONSTRUCTION DETAILS AND STANDARD SPECIFICATIONS.
G : ! ! BORTS 10 GRADE PROPOSED SUBSURFACE INFILTRATION SYSTEMS AT THE OUTSET OF DEMOLITION. THE
RPN s 1 i LTRATION (3) RESULTS OF THIS TESTING WILL BE LOGGED AND REPORTED TO THE CITY OF QUINCY 2. A MINIMUM OF 10 FEET CLEAR HORIZONTALLY SHALL BE MAINTAINED BETWEEN SANITARY SEWER PIPES
> =90 | =20 11 . 6 ADS SC740 CHAMBERS ENGINEERING DEPARTMENT PRIOR TO CONSTRUCTION. AND WATER PIPES. WHENEVER CONDITIONS PREVENT A LATERAL SEPARATION OF 10 FEET TO A WATER
3 | e [ | L) NV, IN=33.6 PIPE, THE ELEVATION OF THE CROWN OF THE SEWER PIPE SHALL BE AT LEAST 18 INCHES BELOW THE
: | wo TOP CHAMBER=36.1 INVERT OF THE WATER PIPE. WHENEVER IT IS IMPOSSIBLE TO OBTAIN VERTICAL SEPARATION AS
i | | = BOTTOM CHAMBER=33.6 STIPULATED ABOVE, BOTH THE WATER PIPE AND THE SEWER PIPE SHALL BE ENCASED IN CONCRETE FOR A
| / \30”0" STONE=32.9 MINIMUM DISTANCE OF 10 FEET FROM THE CROSSING POINT OF THE OTHER PIPE AS MEASURED NORMALLY
4 PVC ROOF LEADER FROV—| | UNIT 3 J UNIT 4 v - FROM ALL POINTS ALONG THE PIPE.
gl psuiielf L0 N g N | & R=36.2 3. ALL GRAVITY SEWER PIPE SHALL BE POLYVINYL CHLORIDE (PVC) SDR-35.
W
TAPWQT/E{\I’? %@&:&m\‘/ﬂ%\\ ’ (T W_/ —INFILTRATION (1-2)
(COORDINATE W/ QUINCY ’ —“”—| i | | | ° / 4 ADS SC740 CHAMBERS
WATER DEPT.) j _______ TOP CHAMBER=36.7
i T o
(i ' —f — ~ HENDERSON CONSULTING SERVICES
‘ Professional Civil Engineering & Land Planning
GRAPHIC SCALE P.O. Box 626, Lexington, MA 02420
gl e v 7 v g N (774) 993-9903 hescivil@gmail.com
( IN FEET ) 2A°\ o siess PLAN OF LAND
1 INCH = 20 FEET
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'
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SITE NOTES

AS NECESSARY.

LOCUS MAP SCALE: NOT TO SCALE
7. ELEVATIONS SHOWN HEREON REFER TO QUINCY CITY BASE. SEE CITY OF QUINCY PUBLIC WORKS
SEWER PLAN NUMBER 226 FOR ATLANTIC STREET, DATED 1902, REVISED IN 1973.
8. ABUTTER'S INFORMATION WAS COMPILED FROM THE LATEST AVAILABLE CITY OF QUINCY
ASSESSOR’S RECORDS.
. 25° MINIMUM ! EXISTING CONSTRUCTION SPECIFICATIONS:
PAVEMENT
1. STONE FOR A STABILIZATION CONSTRUCTION ENTRANCE
SHALL BE 1 TO 2 INCH STONE, RECLAIMED STONE, OR RECYCLED
~J/ —"""~—_  CONCRETE EQUIVALENT.
_/ 6" MIN. 2. THE LENGTH OF THE STABILIZED ENTRANCE SHALL NOT BE
GEOTEXTILE FILTER FABRIC LESS THAN 25 FEET.

PROFILE 3. THE THICKNESS OF THE STONE FOR THE STABILIZED
ENTRANCE SHALL NOT BE LESS THAN 6 INCHES.

4. THE WIDTH OF THE ENTRANCE SHALL NOT BE LESS THAN A
FULL WIDTH OF THE ENTRANCE WHERE INGRESS OR EGRESS
OCCURS OR 10 FEET, WHICH EVER IS GREATER.

25" MINIMUM

., . 5. GEOTEXTILE FILTER CLOTH SHALL BE PLACED OVER THE
—1" T0 2" COARSE ENTIRE AREA PRIOR TO PLACING THE STONE. FILTER CLOTH IS

10’

AGGREGATE (TYP.) NOT REQUIRED FOR A SINGLE FAMILY RESIDENTIAL LOT.

: 6. ALL SURFACE WATER THAT IS FLOWING TO OR DIVERTED
I_M, TOWARDS THE CONSTRUCTION ENTRANCE SHALL BE PIPED
BENEATH THE ENTRANCE. IF PIPING IS IMPRACTICAL, A BERM
WITH 5:1 SLOPES THAT CAN BE CROSSED BY VEHICLES MAY BE
04’ \_ SUBSTITUTED FOR THE PIPE.
EXISTING
PAVEMENT 7. THE ENTRANCE SHALL BE MAINTAINED IN A CONDITION THAT
10° MIN. _\ WILL PREVENT TRACKING OR FLOWING OF SEDIMENT ONTO PUBLIC
— RIGHTS—OF—WAY. THIS MAY REQUIRE PERIODIC TOP DRESSING

WITH ADDITIONAL STONE AS CONDITIONS DEMAND AND REPAIR
AND/OR CLEANOUT OF ANY MEASURES USED TO TRAP SEDIMENT.
ALL SEDIMENT SPILLED, WASHED, OR TRACKED ONTO PUBLIC
PLAN VIEW RIGHT-OF-WAY MUST BE REMOVED PROMPTLY.

10’

STABILIZED CONSTRUCTION ENTRANCE DETAIL
NOT TO SCALE

CROWN DRIP LINE OR OTHER LIMIT OF TREE PROTECTION AREA. SEE
TREE PRESERVATION PLAN FOR FENCE ALIGNMENT.

NOTES:
1— SEE SPECIFICATIONS FOR ADDITIONAL TREE
PROTECTION REQUIREMENTS.

2— IF THERE IS NO EXISTING IRRIGATION, SEE
SPECIFICATIONS FOR WATERING REQUIREMENTS.

3— NO PRUNING SHALL BE PERFORMED EXCEPT BY
APPROVED ARBORIST.

4— NO EQUIPMENT SHALL OPERATE INSIDE THE
PROTECTIVE FENCING INCLUDING DURING FENCE
INSTALLATION AND REMOVAL.

TREE PROTECTION FENCE: HIGH
DENSITY POLYETHYLENE FENCING
WITH 3.5" X 1.5" OPENINGS;

COLOR— ORANGE. STEEL POSTS

INSTALLED AT 8 0.C.

2" X 6’ STEEL POSTS OR
APPROVED EQUAL.

5" THICK LAYER OF MULCH.

MAINTAIN EXISTING GRADE
WITHIN THE TREE PROTECTION
FENCE UNLESS OTHERWISE
INDICATED ON THE PLANS.

TREE PROTECTION DETAIL
NOT TO SCALE

INDEX CONTOUR
INTERMEDIATE CONTOUR

SPOT GRADE
GAS GATE
WATER SERMVICE
WATER GATE
HYDRANT
SEWER MANHOLE
UTILITY POLE

WATER LINE

SEWER LINE
GAS LINE
OVERHEAD WIRE

RUSSELL ST 1. LOCUS IS LOCATED WITHIN ZONE X (NOT SHADED) AS SHOWN ON THE FEMA F.LRM. COMMUNITY LEGEND
PANEL NO. 25021CO066F DATED JUNE 9, 2014, i
2. LOCUS DOES NOT LIE WITHIN A DEP DESIGNATED ZONE Il RESOURCE PROTECTION AREA.
ATLANTIC ST
3. LOCUS LIES IN THE CITY OF QUINCY RESIDENCE B (RES B) ZONING DISTRICT. i,
Locus
% " 4. THERE ARE NO KNOWN ON—SITE WETLAND RESOURCE AREAS. ®
>
BILLINGS ST < Tur_ >
5. EXISTING CONDITIONS DATA WAS OBTAINED FROM AN ON—-THE—GROUND SURVEY PERFORMED BY
. SUMMIT LAND SURVEYING ON JULY 7, 2016. o
o BLACKWVELL 2| | waLker
g |7 2l [sT 6. LOCATIONS OF SUBSURFACE UTILITIES AND STRUCTURES, SHOWN HEREON, WERE OBTAINED FROM ®
- 2 ABOVE GROUND OBSERVED EVIDENCE, AS WELL AS AVAILABLE CITY AND PRIVATE UTILITY o
3 RECORDS. THE SIZE, TYPE AND LOCATION OF UTILITIES SHOWN ARE APPROXIMATE. SUMMIT LAND
= SAGAMIRE ST SURVEYING LLC ASSUMES NO RESPONSIBLILTY FOR DAMAGES INCURRED AS A RESULT OF W
UTILITIES OMITTED OR INACCURATELY SHOWN. THE CONTRACTOR SHALL PROPERLY LOCATE ALL s
UTILITIES PRIOR TO THE BEGINNING OF CONSTRUCTION BY CONTACTING DIGSAFE s
(888-344-7233). THE CONTRACTOR SHALL EXCAVATE TEST PITS TO VERIFY UTILITY LOCATIONS oW

BIT
BCW
CONC
cP

DI

FFE
N/F
SB/LP
TRW
up
VGC

ABBREVIATIONS
BITUMINOUS
BITUMINOUS CONCRETE WALK
CONCRETE
CONCRETE PAD }‘g—» =
& (o4
DUCTILE IRON PROTECTED WORK AREA % 5 |, RUNoFF
FINISHED FLOOR ELEVATION AREA ~ o
NOW OR FORMERLY RUNOFF m § ‘1o
FLOW s = L
STONE BOUND WITH LEAD PLUG Y Lt % pS < |67 Min
Stiene. = ’ Overlap
TIMBER RETAINING WALL - T |8 -—T
UTILITY POLE ATIVE SOIL % 3 \_/Od
VERTICAL GRANITE CURBING i ° °<
O -3
I o
PROTECTED WORK
ARFEA NS AREA
FILTER MITT/ SILT FENCE EROSION CONTROL BARRIER
NOT TO SCALE
SB/LP

FND

CUT & CAP EXISTING SEWER, WATER, & REMOVE EXISTING
AT LAN TI C STRE ET GAS SERVICES @ MAIN (COORDINATE OVERHEAD WIRES
WITH CITY OF QUINCY DPW & (COORDINATE WITH

(PUBLIC - 40" WIDE)

APPLICABLE UTILITY PROVIDERS)

UTILITY PROVIDER)

HYD

12°D1 W

F———DRAIN 0 DRAIN-
we
12Dl W

SMH / il / |2 SUH
~R=37.59 S ” = L R=38.64
=273 N / g s = ©1=3089
= ] 6°Cl G |
> o T Fee BENCHMARK: 6ok
~ e i PK NAIL SET IN UP#31
oy . - AL ELEVATION=35.15 oy
Nde] (SEKe] (SRe] (EXe) (< EL*) I N :
¥ \
\\ \/% 9
L X INSTALL STABILIZED
L §\ CONSTRUCTION
4 o~ ENTRANCE (25 LONG,
+ >2< TYPICAL CONSTRUCTION)
\: %\\L
@ REMOVE DRIVEWAY
0 PAVEMENT IN
) gg/% >Z = ACCORDANCE WITH
DEMOLISH AND DISPOSE OF 1 S Qggb'&%ﬁs
HOUSE PER ALL COVERED o .
APPLICABLE FEDERAL, PORCH =
STATE AND LOCAL — : l
REGULATIONS fre=4216 < S .
=y S S
PARCEL 6050-4 N
R g/_ﬁN%ﬁLLA-.MJQON 107 PARCEL 6050-8-36
91 ATLANTIC STREET 2 STORY L\ | cone ,%F A%/A%CN?;R@T PARCEL 6050—¢
BK. 19000, PG. 576 woop [|[STAIRS BK. 28824, PG. 151
CONC |§
STAIRS 1=
BH
} 7 INSTALL EROSION
N CONTROL BARRIER
£ P — (SEE DETAILS)

INSTALL PROTECTION
FENCING AROUND EXISTING
PINE TREES (SEE DETAIL)

" WOOD STAIRS

CONC ],

GARAGE-

1IN
=

-0]6-0]0-0]0-0[5.-6]0-0[0- 0] - B0 - oJo-

20'

T e ey —

STK

GRAPHIC SCALE

[¢] 10’ 20 40

RAZE GARAGE

( IN FEET )
1 INCH = 20 FEET
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TORMTECH END CAP

ACCEPTABLE FILL MATERIALS: STORMTECH SC-740 CHAMBER SYSTEMS CONCRETE COLLA 18" (450 mm) MIN WDTH
AASHTO MATERIAL COMPACTION / DENSITY PAVEMENT ONCRETE COLLAR NOT REQUIRED FOR 12" (300 mm) MIN INSERTION
MATERIAL LOCATION DESCRIPTION CLASSIFICATIONS REQUIREMENT \ /SNPAVED APPLICATIONS
FINAL FILL:FILL MATERIAL FOR LAYER 'D’ STARTS FROM »
THE TOP OF THE 'C’ LAYER TO THE BOTTOM OF ANY SOIL/ROCK MATERIALS, NATIVE SOILS, OR PER PREPARE PER SITE DESIGN ENGINEER'S PLANS. PAVED 7/ __—15" (375 mm) NYLOPLAST
D [FLEXIBLE PAVEMENT OR UNPAVED FINISHED GRADE [ENGINEER'S PLANS. CHECK PLANS FOR PAVEMENT SUBGRADE N/A INSTALLATIONS MAY HAVE STRINGENT MATERIAL AND el ~ s INLINE DRAIN BODY W/SOLID MANIFOLD STUB ER.GRADE
ABOVE. !JQTE THAT PAVEMENT SUBBASE MAY BE PART REQUIREMENTS. PREPARATION REQUIREMENTS. ; < Y HINGED COVER OR GRATE .
S LA : BEGIN COMPACTIONS AFTER 12° (300 mm) OF MATERIAL] CONCRETE SLAB PART# 2715AG10IP MANIFOLD HEADER "
o AﬁASX'Tg T“i 3 OVER THE CHAMBERS IS REACHED. COMPACT ADDITIONAL 8" (200 mm) MIN THICKNESS | ' SOLID COVER: 1599CGC : 4.0" SDR-35 / SCH. 40 PVC
INITIAL FILL: FILL MATERIAL FOR LAYER 'C’ STARTS FROM GRANULAR WELL-GRADED SOIL/AGGREGATE MIXTURES, <35% Th ATeTh AT LAYERS IN 6" (150 mm) MAX LIFTS T0 A MIN. 95% i ~ GRATE: 1599CGS < ENDCAP CLEAN—-OUT ADAPTER
¢ e (‘;%':) ?nFmT)“iB%’;‘/EE?L‘ENTTong;‘EnSE SAYER) TO FINES OR PROCESSED AGGREGATE. R PROCTOR DENSITY FOR WELL GRADED MATERIAL AND v v, ~ W/ SCREW ON CAP.
: 95% RELATIVE DENSITY FOR PROCESSED AGGREGATE ,! . :
NOTE THAT PAVEMENT SUBBASE MAY BE A PART OF | MOST PAVEMENT SUBBASE MATERIALS CAN BE USED IN AASHTO M43" T LT CROSEATHIOLE WEIGH T RESAT FLEX?L%?Z ggg%"'w_l; T i \_1 i - 40" SDR-35 / SCH. 40 PVC RISER
THE 'C' LAYER. LEU OF THIS LAYER. 3, 357, 4, 467, 5, 56, 57, 6, 67, 68, 7,| EXCEED 12,000 Ibs (53 kN). DYNAMIC FORCE NOT TO 0 (250 mm) PVC |
78, 8, 89, 9, 10 ""EXCEED 20,000 Ibs (89 kN). WITH USE OF OPEN GRATE SCH40 PIPE (BY OTHERS) 4.0" SDR-35 / SCH. 40 PVC COUPLING
EMBEDMENT STONE: ILL SURROUNDING THE CHAMBERS | £AN, CRUSHED, ANGULAR STONE, NOMINAL SIZE AASHTO a3 " ° ° TRIM CHAMBER INSPECTION PORT KNOCK—OUT
|FROM_THE FOUNDATION STONE (A" LAYER) TO THE 'C' | DISTRUTION BETWEEN 3/4-2 INCH (20-50 mm) 3, 357, 4, 467, 5, 56, 57 NO COMPACTION REQUIRED. ‘OP A%Z%O 1’3;“8)8'%'35?&;55 - EAN TO MATCH 0.D. OF 4.0 INSPECTION PORT
PIPE
FOUNDATION STONE: FILL BELOW CHAMBERS FROM THE CLEAN, CRUSHED, ANGULAR STONE, NOMINAL SIZE 1 INSERTA TEE TO BE CENTERED \ ”
CHAMBER. . (INSERTED 8.0" INTO CHAMBER)
PLEASE NOTE: 12° (300 mm)
1. THE LISTED(AASI-ITO DESI)GNATIONS ARE FOR GRADATIONS ONLY. THE STONE MUST ALSO BE CLEAN, CRUSHED, ANGULAR. FOR EXAMPLE, A SPECIFICATION FOR #4 STONE WOULD STATE: "CLEAN, CRUSHED, | | MIN SEPARATION NOTE: MANIFOLD STUB MUST BE LAID HORIZONTAL INSPECTION PORT
ANGULAR NO. 4 (AASHTO M43) STONE". :
D B TSR e o 5 R, e ™ FOR A PROPER FIT IN END CAP OPENING (M. T_PER SYSTE
EQUIPMENT. FOR SPECIAL LOAD DESIGNS, CONTACT STORMTECH FOR COMPACTION REQUIREMENTS. ' ADS STORMTECH SC740 10” INSPECTION PORT ADS STORMTECH SC740 MANIFOLD NOT TO SCALE
ADS GEOSYNTHETICS 601T NON-WOVEN GEOTEXTILE ALL AROUND NOT TO SCALE NOT TO SCALE
CLEAN, CRUSHED, ANGULAR STONE IN A & B LAYERS PAVEMENT LAYER (DESIGNED
/‘ BY SITE DESIGN ENGINEER)
PER'(M EER STONR % < INSTALLATIONS, WHERE RUTING FROM VEHICLES MAY & &
SEE NOTE 6 : (2.4 m)
\ C OCCUR, 'INCREASE’COVER 'T0- 24" (600’ mm). i ,m ) NN (450 m;n) MIN® A
EXCAVATION WA 7. [
(CAN BE SLOPED OR VERTICAL) \% 30"
H : (760'mm)
I ®”
/ DEPTH OF STONE 8" MIN. BELOW PAVEMENT
12" (300 mm) MIN SCTH) su%ggéoﬁoiglgs) (150 mm) M~ ——5" (1285 mm) 12" (300 mm) TYP
TYPICAL ADS STORMTECH SC740 CROSS SECTION
NOT TO SCALE INFILTRATION SYSTEM ELEVATION SCHEDULE
STRUCTURE FINISH GRADE TOP BOTTOM BOTTOM
1.D. INVS. - IN (COVER) CHAMBER | CHAMBER STONE NOTES .
38.5 ROUTE 4" PVC ROOF LEADERS FROM FRONT BUILDING
ROOF INFILTRATION SYSTEM |—1 34.2 (22" 367 342 337 DOWNSPOUTS TO CHAMBER SIDE OR END INLETS, 2 — 4"
INSPECTION PORTS
342 38.5 36.7 342 33.7 ROUTE 4" PVC ROOF LEADERS FROM REAR BUILDING DOWNSPOUTS
ROOF INFILTRATION SYSTEM -2 : (22" : : : AND 8" HDPE DRAIN PIPE FROM REAR CATCH BASIN TO CHAMBER
SIDE OR END INLETS, 2 — 4" INSPECTION PORTS /_ROOF
336 38,5 36.1 336 329 ROUTE NORTH AND WEST CATCH BASIN OUTLET PIPES TO 10 LEADER
DRIVEWAY INFILTRATION SYSTEM -3 : 28" : : : HDPE MANIFOLD @ END OF SYSTEM, 2 — 10" INSPECTION PORTS 1 OVERFLOW WYE
SET TO GRADE
SPLASH
BLOCK
FINISHED
| 7277 GRADE
NATRAKERAAY
e
BWSC STANDARD CATCH
BASIN FRAME AND GRATE
(SEE DETAIL NOS F1-D8 & — 4
» F1-D9
12 S
\>//‘ 4" SCH. 40 PVC LEADER
% PAVEMENT TO DAYLIGHT @
ADJUST TO GRADE 2\ RETANING WALL (SEE
< PLANS)
e v
CONCRETE COLLAR | i i !
¢ TYPICAL DOWNSPOUT
A MORTAR FILL AROUND PIPE i CROSS COUNTRY IN PAVED AREAS & ROOF LEADER
6" LOAM AND SEED PAVING SECTION AS o e

STAINLESS STEEL PIPE CLAMP OR APPROVED SPECIFIED >§ NOT TO SCALE
7 g e \] SLOPE PROTECTION ' R
5 /" FLEXIBLE RUBBER CONNECTOR

L

. CATCH BASIN HOOD 7 \ PICAL
iy (SEE DETAIL NO. —| PAVEMENT
F1-D22) SECTION
7 A\i SHEETING IF USED SHALL BE CUT v | TYPE-A GRAVEL BORROW
OFF 1 FOOT ABOVE THE TOP OF \ N/ N Ww| COMPACTED TO 95% DRY b HENDERSON CONSULTING SERVICES
a PIPE AND ANY WOOD SHEETING Z| DENSITY (MAX. STONE SIZE 6”) . . . . . .
2 g;l('éd:l'!l_gsoSN S;EIEIII-) DRIVEN BELOW PIPE ZONE SHALL \ > (MHD M1.03.0) Professional Civil Engineering & Land Planning
? BE LEFT N PLACE. \ | o o P.O. Box 626, Lexington, MA 02420
~ MASTIC GASKET MATERIAL : g ' e ’ ston,
“ s ALL MANHOLE JOINTS 4 / z I8/, some NG N (774) 993-9903 hescivil@gmail.com
d PRECAST CONCRETE TO / / z SAND OR TYPE-C GRAVEL 230 ow PROJECT:
CONFORM TO ASTM—478. f ‘\W 32§R2¥OEEAS':§E; 2 ‘3) o g PLAN OF LAND
CONC. OF 4000 PSI AT . | Q
28 DAYS 18" MIN.— R (MHD M1.03.0) L5y : 97 ATLANTIC STREET
<

W‘ e
) R ASSESSOR'S ID 6050-7-7
— o Gz QUINCY, MASSACHUSETTS

[

6" SCREENED GRAVEL IN EARTH IN ROCK DRAWN BY: SCOTT P. HENDERSON, PE PROJECT: 97 ATLANTIC OWNER.
& 5 5. 6" MIN. / 127 MIN. SCALE: 1"=20' ISSUE DATE: 9/22/2016 '
J NATURAL MATERIAL Revision: GPS PARTNERS, LLC
TYPICAL SHALLOW CATCH BASIN TYPICAL PVC TRENCH DETAIL RevisioN: P.0. BOX 81296
NOT TO SCALE e o s WELLESLEY HILLS, MASSACHUSETTS 02481
REVISION:
REVISION: DRAWING TITLE SHEET #
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CROSS COUNTRY E IN PAVED AREAS

6" LOAM AND SEED PAVING SECTION AS SIDEWALK
NOTES: OR APPROVED SPECIFIED
— CONCRETE THRUST BLOCK TO BE USED ONLY WHERE IT WILL SLOPE PROTECTION - CURBING
BEAR ON UNDISTURBED EARTH. GRADE _\,
— USE RESTRAINED JOINT FITTINGS OR TIE RODS — % A= STANDARD VALVE
WHERE CONCRETE THRUST BLOCK IS UNACCEPTABLE. W ‘ TYPICAL BOX & COVER IN
— SIZE OF BLOCK OR MEGALUG TO BE DESIGNED FOR SPECIFIC 3 PAVEMENT S SIDEWALK
Ll . -
S 2V A, & J=\
(1’4 ' >
@ SHEETING IF USED SHALL BE CUT 3| TYPE-A GRAVEL BORROW
SIDEWALK OFF 1 FOOT ABOVE THE TOP OF N/ \/ O| COMPACTED TO 95% DRY TYPE K COPPER CURB STOP
JFIPE AND ANY WOOD SHEETING Z| DENSITY (MAX. STONE SIZE 6”) SERVICE P'PE—\ —\ |
S| (MHD M1.03.0
EDGESTONE BE LEFT IN PLACE. =|( ) ha
FINISHED — L =T 70 BUILDING
STREET GRADE NI Z z SAND OR TYPE-C GRAVEL 4€+ SERVICE
par STONE ‘SoE> (i 1,05 CORP. STOP
4 Qo ) ( -03.0) WATER MAIN
N NN Y L L ===, 18" MIN.— COMPACTED CRUSHED STONE
BEDDING AGAINST NATURAL WATER SERVICE CONNECTION DETAIL
MATERIAL (MHD M2.01.1) NOT TO SCALE
6” CLEARANCE
CITY OF QUINCY STANDARD
2 VALVE BOX AND COVER N EARTH
IN'ROCK 12" MIN.
§ 6" MIN. /
. UNDISTURBED QUINCY STANDARD 16”x18”
© - ACCESS TUBE NATURAL MATERIAL R VE FRAME AND
[Te)
MASONRY RING TYPICAL WATER TRENCH DETAIL A
NOT TO SCALE L
ez A7 SET CAST IRON FRAME
| —— o O _v N ON_CONCRETE OR
| — EJ\' MASONARY FOUNDATION
1 0 X SAWCUT AND TACK FINAL PAVING WIDTHS & SAWCUT AND TACK I BRASS CAP
, ) SEAL W/DUST METHOD OF INSTALLATION AS SEAL W/DUST
( N (SEE NOTE 3) DIRECTED (SEE NOTE 4) (SEE NOTE 3)
h TACK SEAL 12° 12° TACK SEAL BRASS HANDLE
(SEE NOTE 2) N\ MIN. MIN.| 7/ (SEE NOTE 2)
4”"—12” DUCTILE IRON PIPE - 7 5
8 PAAN ~ [ 1-%" BRASS PIPE
/—| / - 5 N é é
/| /// ) // S \\\\ \\\\\ é é
EXISTING CONDITIONS / = TRENCH RESTORATION
LIMIT OF TRENM 2" TYPE I-1 BITUMINOUS DUCTILE IRON STANDPIPE
EXISTING W?ATAI:ZIE EXISTING BIT. coré%uggg T OF RN & CONCRETE Top COURSE 12” MIN. DIAMETER
EXISTING BIT. CONC. BINDER (SEE SPECIFIC ITUMINOUS CONCRETE BINDER
TAPPING SLEEVE ¢ COURSE TRENCH DETAIL FOR COURSE, 3” MIN. OR MATCH -
APPLICABLE BOTTOM OF EXISTING FORD BALL VALVE 1-—%" B11455
MECHANICAL JOINTS EXISTING GRAVEL SUB—BASE IS UTILITY) BITUMINOUS CONCRETE, WITH PITOMETER HANDLE
NOT TO BE DISTURBED WHICHEVER IS GREATER. gg'—'v AVL/\*/'-EVEISMIL&SBF?__E P%EsTm oN
6” MIN. OF PROCESSED GRAVEL WHEN HANDLE IS DOWN
TYPICAL WATER PIPE_CONNECTION WITH TAPPING SLEEVE —/\S\A/‘ e D ML
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