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ADDENDUM NO. 6 

 

 

PART I - GENERAL 

                                      

 

1.1  PROJECT INFORMATION 

 

A. Project Name:  Renovations and Addition to Old City Hall, Quincy, MA 

B. Owner:  City of Quincy 

C. Architect:  Holmes & Edwards, Inc. 

D. Architect Project Number: #1003 

E. Date of Addendum:  July 31, 2013 

 

 

1.2 NOTICE TO BIDDERS  

 

A. This Addendum is issued to all General Contractors and Subcontractors pursuant to the 

Instruction to Bidders and Conditions of the Contract.  This Addendum serves to clarify, revise, 

and supersede information in the Project Manual and Drawings. Portions of the Addendum 

affecting the Contract Documents will be incorporated into the Contract by enumeration of the 

Addendum in the Owner/Contractor Agreement. 

 

B. The Bidder shall acknowledge receipt of this Addendum in the appropriate space on the Bid 

Form. 

      

 

 

 

1. THE DATE FOR RECEIPT OF BIDS IS CHANGED BY THIS ADDENDUM 

 

Revised Bid Date 

 

General Contractors bids due:  Friday, August 2, 2013, 11AM 

 

 

2. Low Filed Sub-bidder – Plumbing  

 

Delete: Note 1 in Addendum No. 5, Low Filed Sub-bidder Plumbing instructing General 

Contractors to carry Compass Plumbing & Heating in the bid amount of $220,000. 

 

Add:  General Contractors are instructed to carry Sagamore Plumbing & Heating Inc. in 

the base bid amount of $208,500.  
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DRAWINGS 

 

 ARCHITECTURAL 

 

 A-202 Details 15 & 17 

 

 Add Note:  Point supported glass channels to be anchored to new metal stud framing per point 

support glass manufacturer’s recommendations. 

 

SPECIFICATIONS 

 

 Section 012201 –Unit Price Proposal Sheet 

 

 Contractors are required to complete and submit with their bid, pages from Asbestos Abatement 

specification Section 028213, pages 028213-3 and 028213-4, 1.02B Unit Pricing.  Contractors are not 

required to submit Section 012201 at this time for this work.   

 

CLARIFICATIONS 

 

1. Reuse of existing 3”x 6” wood floor joists installed per section 3 on drawing S-400.  Adjust shelf 

angle to accommodate the common depth as reference point.  Top of all joists to align.  If depth 

of joist is larger than 6” plane, end condition to fit.  If depth of joist is less than 6” and steel 

shims, tack, weld to angle. 

 

2. Omit #2 under clarifications, Addendum #5.  New note to read as follows:  Omit reference to 

spray foam insulation on wall sections 1 & 2 on drawings A-401 and A-402.  Spray insulation 

occurs in new addition only. 

 

 

 

END OF ADDENDUM NO. 6 


