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NEW CONSTRUCTION NOTATIONS:

N2

N3

FURNISH AND INSTALL NEW CAST IRON DRAIN ASSEMBLIES WITH

8'x8' TAPERED SUMP AROUND EACH DRAIN, TYPICAL - REFER TO

DETAIL 7/A-501

N4

N5

EXISTING VENT PIPE - FURNISH AND INSTALL NEW FLASHING PER

DETAILS 4/A-501 AND 6/A-501

REPAIR EXISTING LIGHTWEIGHT TAPERED FILL - ALLOW FOR 1100 SF

2" DEEP LIGHTWEIGHT TAPERED FILL REPAIR. FURNISH AND INSTALL

NEW SBS MODIFIED BITUMEN ROOF MEMBRANE SYSTEM PER

DETAIL 1/A-502

NOT USED

N6

FURNISH AND INSTALL NEW PIPE SUPPORTS AND DUCT

SUPPORTS

N8

FURNISH AND INSTALL NEW FLASHING AND BLOCKING AT

EXISTING VENT AND MECHANICAL UNIT CURBS AND STACKS

N7

PATCH AND INFILL OPENINGS THAT RESULTED FROM REMOVAL

OF EXISTING MECHANICAL UNIT AT EXISTING WALLS AND ROOFS

WITH MATERIALS TO MATCH ADJACENT

FURNISH AND INSTALL NEW FLASHING AND ROOF MEMBRANE

FLASHING AT EXISTING SKYLIGHT SIMILAR TO DETAIL 3/A-501

N9 FURNISH AND INSTALL NEW SPLASH BLOCK

N10

FURNISH AND INSTALL NEW GUTTER AND DOWNSPOUTS PER

DETAIL 4/A-503

N11

FURNISH AND INSTALL NEW SCUPPER BOX PER DETAIL 5/A-503 -

SIZE TO MATCH EXISTING
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NEW CONSTRUCTION NOTATIONS:

N13

N14

AT FULL PERIMETER AROUND ELEVATOR PENTHOUSE FURNISH

AND INSTALL NEW P.T. WOOD BLOCKING AND EXPANSION JOINT

REPAIR EXISTING LIGHTWEIGHT TAPERED FILL - SEE NOTE N1.

FURNISH AND INSTALL NEW SBS MODIFIED BITUMEN ROOF

MEMBRANE SYSTEM PER DETAIL 1/A-504

AT AREA INDICATED ON DRAWING -  REPAIR EXISTING LIGHTWEIGHT

FILL (SEE NOTE N1). FURNISH AND INSTALL NEW SBS MODIFIED

BITUMEN ROOF MEMBRANE SYSTEM PER DETAIL 2/A-504
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1/4" = 1'-0"

NEW CONSTRUCTION - LINCOLN-HANCOCK ELEMENTARY

SCHOOL ELEVATOR PENTHOUSE ROOF PLAN

SCALE:

4

1/8" = 1'-0"

NEW CONSTRUCTION - LINCOLN-HANCOCK

ELEMENTARY SCHOOL STAIR TOWER ROOF PLAN
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2" MIN

NEW CONTINUOUS SEALANT

NEW MULTI-PURPOSE TAPE

NEW CONTINUOUS TERMINATION

BAR - FASTEN 8" O.C. WITH

GROMMETTED FASTENERS

NEW 2-PIECE .040" KYNAR COATED

ALUMINUM  FLASHING

NEW SILICONE SEALANT AND BACKER

ROD WITH WEEPS AT 16" O.C.

NEW LEAD PLUG

NEW 

1

2

" COVER BOARD SET IN ADHESIVE

NEW COLD APPLIED BUR ROOF SYSTEM

WITH MODIFIED BITUMINOUS CAP SHEET

NEW 

3

4

" BC FIR PLYWOOD , SECURE NEW

PLYWOOD WITH COUNTERSUNK SCREW TYPE

CONCRETE FASTENERS AT 12" O.C. (MIN 2 ROWS),

12" O.C. VERTICALS (MIN 2 ROWS)

NEW .050 2" ALUMINUM DUTCH CLIP AT 24" O.C.

NEW BASE PLY AND CAP PLY SET IN

APPROVED MASTIC

NEW FIBER CANT SET IN ADHESIVE

NEW (2) LAYERS OF 2" POLYISOCYANURATE

INSULATION SET IN ADHESIVE

NEW 

1

2

" SUBSTRATE BOARD MECHANICALLY

ATTACHED

NEW STONE SURFACE SET IN ADHESIVE

OR ASPHALT

NEW SELF-ADHERING VAPOR RETARDER

EXISTING CONCRETE WALL TO REMAIN

CUT NEW 2" DEEP REGLET

8
"
 
M
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N

EXISTING CONCRETE SLAB TO REMAIN

EXISTING LIGHTWEIGHT TAPERED TOPPING TO REMAIN

EXISTING LIGHTWEIGHT TAPERED TOPPING TO REMAIN

EXISTING CONCRETE SLAB TO REMAIN

CUT NEW 2" DEEP REGLET

2" MIN

NEW CONTINUOUS SEALANT

NEW MULTI-PURPOSE TAPE

NEW CONTINUOUS TERMINATION

BAR - FASTEN 8" O.C. WITH

GROMMETTED FASTENERS

NEW 2-PIECE .040" KYNAR COATED

ALUMINUM  FLASHING

NEW SILICONE SEALANT AND BACKER

ROD WITH WEEPS AT 16" O.C.

NEW LEAD PLUG

NEW 

1

2

" COVER BOARD SET IN ADHESIVE

NEW COLD APPLIED BUR ROOF SYSTEM

WITH MODIFIED BITUMINOUS CAP SHEET

NEW 

3

4

" BC FIR PLYWOOD , SECURE NEW

PLYWOOD WITH COUNTERSUNK SCREW TYPE

CONCRETE FASTENERS AT 12" O.C. (MIN 2 ROWS),

12" O.C. VERTICALS (MIN 2 ROWS)

NEW .050 2" ALUMINUM DUTCH CLIP AT 24" O.C.

NEW BASE PLY AND CAP PLY SET IN

APPROVED MASTIC

NEW FIBER CANT SET IN ADHESIVE

NEW (2) LAYERS OF 2" POLYISOCYANURATE

INSULATION SET IN ADHESIVE

NEW 

1

2

" SUBSTRATE BOARD MECHANICALLY

ATTACHED

NEW STONE SURFACE SET IN ADHESIVE

OR ASPHALT

NEW SELF-ADHERING VAPOR RETARDER

EXISTING MASONRY WALL TO REMAIN

8
"
 
M

I
N

EXISTING CONCRETE DECK TO REMAIN

2
"

M
I
N

.

NEW 

1

2

" COVER BOARD SET IN ADHESIVE

NEW COLD APPLIED BUR ROOF SYSTEM

WITH MODIFIED BITUMINOUS CAP SHEET

NEW 

3

4

" BC FIR PLYWOOD , SECURE NEW

PLYWOOD WITH COUNTERSUNK SCREW TYPE

CONCRETE FASTENERS AT 12" O.C. (MIN 2 ROWS),

12" O.C. VERTICALS (MIN 2 ROWS)

NEW BASE PLY AND CAP PLY SET IN

APPROVED MASTIC

NEW FIBER CANT SET IN ADHESIVE

NEW (2) LAYERS OF 2" POLYISOCYANURATE

INSULATION SET IN ADHESIVE

NEW 

1

2

" SUBSTRATE BOARD MECHANICALLY

ATTACHED

NEW STONE SURFACE SET IN ADHESIVE

OR ASPHALT

NEW SELF-ADHERING VAPOR RETARDER

REPAIR SILL WITH POLYMER MODIFIED REPAIR MORTAR

NEW 13 GAUGE STAINLESS STEEL FLASHING

FURNISH AND INSTALL NEW DOOR AND FRAME

NEW  ALUMINUM WEATHER PROOF THRESHOLD

SET ON NEOPRENE GASKET, CONTRACTOR TO

SUBMIT TO ARCHITECT FOR APPROVAL

MEMBRANE END DAMS BEYOND, TYP.

NEW CONTINUOUS ADHERED PVC

MEMBRANE FLASHING - LAP & FASTEN

MEMBRANE OVER TOP OF CURB (TYP)

4" MIN 6" MIN

NEW PT WOOD BLOCKING

NEW COMPATIBLE SEALANT

NEW .040 KYNAR ALUMINUM FLASHING

(BOTTOM OF FLASHING TO MATCH EXISTING)

NEW DOUBLE-SIDED BUTYL TAPE

NEW 1/2" POLYISO SET IN INSULATION ADHESIVE

NEW COLD APPLIED BUR ROOF SYSTEM

WITH MODIFIED BITUMINOUS CAP SHEET

NEW DOWNSPOUT, BEYOND

NEW x" WIDE BY x" DEEP

ALUMINUM GUTTER

NEW ALUMINUM GUTTER

SUPPORTS @ 24" O.C.

NEW TAPERED POLYISOCYANURATE

INSULATION (1/4" PER 1'-0" MIN)

NEW PT WOOD BLOCKING TO

MATCH HEIGHT OF INSULATION

NEW COMPATIBLE

SEALANT

NEW .040 KYNAR

ALUMINUM FLASHING

(BOTTOM OF

FLASHING TO MATCH

EXISTING)

NEW DOUBLE-SIDED

BUTYL TAPE

NEW COLD APPLIED BUR ROOF SYSTEM

WITH MODIFIED BITUMINOUS CAP SHEET

NEW DOWNSPOUT, BEYOND

NEW SCUPPER

BOX
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SCALE:

1

6" = 1'-0"

UPPER ROOF TO CLERESTORY TRANSITION @ WALL BASE

SCALE:

3

6" = 1'-0"

ROOF TO GYM WALL TRANSITION @ LOWER CLASSROOM ROOF

SCALE:

2

6" = 1'-0"

TYPICAL DOOR THRESHOLD @ UPPER CLASSROOM ROOFS

SCALE:

4

6" = 1'-0"

LOWER ROOF GUTTER DETAIL

SCALE:

5

6" = 1'-0"

UPPER PENTHOUSE ROOF SCUPPER BOX DETAIL
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4" MIN 6" MIN

NEW PT WOOD BLOCKING

NEW COMPATIBLE SEALANT

NEW .040 KYNAR ALUMINUM FLASHING

(BOTTOM OF FLASHING TO MATCH EXISTING)

NEW DOUBLE-SIDED BUTYL TAPE

9

"

M

A

X

.

NEW FIBER CANT SET IN ADHESIVE

NEW .050" CONTINUOUS CLEAT FASTEN AT 6" O.C.

NEW 1/2" POLYISOCYANURATE

INSULATION (1/4" PER 1'-0" MIN)

NEW .040" ALUMINUM GRAVEL STOP SET FLANGE

IN ROOF CEMENT AND SECURE FLANGE AT 3" O.C.

IN STAGGERED FASHION

NEW PRESSURE TREATED WOOD BLOCKING TO

MATCH HEIGHT OF INSULATION (KEEP CURB PROFILE)

NEW (2) LAYERS OF 2" POLYISO SET IN

INSULATION ADHESIVE

NEW SELF-ADHERING VAPOR RETARDER SET

OVER BLOCKING AND ON TO CONCRETE CURB

NEW MECHANICALLY ATTACHED

1

2

" SUBSTRATE BOARD

NEW COMPATIBLE SEALANT

NEW BASE PLY AND CAP PLY SET IN APPROVED MASTIC

NEW COLD APPLIED BUR ROOF SYSTEM

WITH MODULAR BIT. CAP SHEET

NEW COVER BOARD SET IN ADHESIVE

NEW STONE SURFACE SET IN ADHESIVE OR ASPHALT

EXISTING WD BLOCKING TO REMAIN

EXISTING CONCRETE OVERHANG

AND STRUCTURE TO REMAIN

EXISTING CONCRETE AND METAL DECK TO REMAIN

EXISTING LIGHTWEIGHT TAPERED TOPPING TO REMAIN

NEW COLD APPLIED BUR ROOF SYSTEM

WITH MODIFIED BITUMINOUS CAP SHEET

NEW 

1

2

" COVER BOARD SET IN ADHESIVE

NEW (1) LAYER OF 2" POLYISOCYANURATE

INSULATION SET IN ADHESIVE

NEW 

1

2

" SUBSTRATE BOARD

MECHANICALLY ADHERED

NEW COLD APPLIED B.U.R. ROOF SYSTEM WITH

MODIFIED BITUMINOUS CAP SHEET

NEW STONE SURFACE SET IN ADHESIVE OR ASPHALT

NEW SELF-ADHERING VAPOR RETARDER

EXISTING LIGHTWEIGHT TAPERED TOPPING TO REMAIN

EXISTING CONCRETE DECK TO REMAIN
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SCALE:

1

6" = 1'-0"

ROOF OVERHANG AT TAPERED SHELF

1
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SCALE:

2

6" = 1'-0"

TYPICAL ROOF COMPONENTS DETAIL @

PARTIAL LOWER CLASSROOM ROOF
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