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A-502 NEW CONSTRUCTION ROOF DETAILS

PROJECT GENERAL NOTES:

1. THE CONTRACTOR SHALL FIELD VERIFY EXISTING CONDITIONS AGAINST THE PROJECT DOCUMENTS PRIOR TO

SUBMITTING A BID. IT IS THE CONTRACTOR'S SOLE RESPONSIBILITY TO VERIFY HIS ASSUMPTIONS PRIOR TO

SUBMITTING A BID.

2. ALL PROPOSED SERVICE INTERRUPTIONS MUST BE APPROVED BY THE CITY OF QUINCY 48 HOURS IN ADVANCE. ALL

SERVICE INTERRUPTIONS SHALL BE MINIMIZED TO THE GREATEST EXTENT POSSIBLE.

3. THE BUILDING SHALL BE MADE SECURE AND WEATHER TIGHT AT THE END OF EACH WORK PERIOD, OR IF INCLEMENT

WEATHER THREATENS.

4. ALL PRODUCTS TO BE USED ON THE PROJECT MUST BE APPROVED IN WRITING BEFORE DELIVERY TO THE SITE.

5. ALL RESERVED MATERIALS SHALL BE PROTECTED AND STORED ON SITE IN CONTRACTOR SUPPLIED WEATHER TIGHT

AND SECURE STORAGE CONTAINERS.

6. ALL INTERIOR FINISHES ARE TO BE PROTECTED. CONTRACTOR TO REPAIR OR REPLACE ANY DAMAGED FINISHES.

ROOF GENERAL NOTES:

1. CONTRACTOR SHALL, MAKE SAFE & TEMPORARILY DISCONNECT ALL HVAC, ELECTRICAL, PLUMBING, FIRE

PROTECTION EQUIPMENT & ALL OTHER UTILITIES AND DEVICES PRESENTING AN OBSTRUCTION TO THE REMOVAL

AND REPLACEMENT OF THE ROOF. CONTRACTOR TO RECONNECT AFTER NEW DUNNAGE & FLASHING ARE INSTALLED.

2. CONTRACTOR SHALL VERIFY ALL EXISTING LOCATIONS OF SLEEPERS AND DUNNAGE ASSOCIATED WITH HVAC

EQUIPMENT, CONDUITS AND MISC. EQUIPMENTS. CONTRACTOR TO SUPPLY NEW SLEEPERS AT ALL LOCATIONS TO

MATCH EXISTING, TYP.

3. CONTRACTOR TO ALLOW FOR PARTIAL EXISTING DECK REPLACEMENT, REFER TO PROJECT NOTES FOR

PERCENTAGES.

4. CONTRACTOR TO PROTECT ALL EXISTING ROOF SURFACES NOT WITHIN SCOPE OF WORK.

FLASHING GENERAL NOTES:

1. ALL FLASHING SHALL BE CONTINUOUS WITHOUT HOLES, OPEN ENDS OR GAPS. ALL FLASHING SHALL BE LAPPED TO

SHED WATER VIA GRAVITY. ALL FLASHING EDGES SHALL BE TERMINATED WITH CONTINUOUS HOOD AND CLEAT IF

EXPOSED, OR IF CONCEALED, WITH APPROVED PRIMER, WATERPROOF MEMBRANE AND LIQUID MEMBRANE.

2. ALL FASTENERS USED TO INSTALL FLASHING SHALL BE CONCEALED AND INSTALLED ON NON-HORIZONTAL

SURFACES.

3. ALL METAL FLASHING SHALL BE TERMINATED AT A 45 DEGREE ¾” WIDE HEM-HOOK AND CONTINUOUS CLEAT. ALL

CLEATS SHALL BE ADHERED TO SUBSTRATES WITH A MINIMUM 1” WIDE DOUBLE-SIDED BUTYL TAPE, AND FASTENED

AT 8” O.C. WITH OVAL HEAD STAINLESS SCREWS AND PRE-DRILLED ANCHORS.

4. ALL METAL FLASHING PANS AND END DAMS SHALL HAVE MINIMUM 3” HIGH SIDES AND SHALL BE MECHANICALLY

TERMINATED WITH HIGH TEMPERATURE WATERPROOF MEMBRANE. ALL METAL FLASHING PANS SHALL HAVE

SOLDERED CORNERS. ALL FLASHING SHALL BE INTERRUPTED BY MECHANICAL LOOSE-LOCK EXPANSION JOINTS AT

20'-0” O.C., ALL OTHER JOINTS SHALL BE SOLDERED.

5. ALL FLASHING CHANGES IN DIRECTION OR ELEVATION SHALL BE CONTINUOUS, LAPPED 1” MINIMUM AND SOLDERED.

6. ALL EXPOSED FLASHING EDGES SHALL BE HEMMED OR HOOKED ONTO A CONTINUOUS CLEAT. NO SHEARED EDGES

SHALL BE LEFT EXPOSED. OPEN ENDS OF HOOKS AND HEMS SHALL BE CLOSED BY FOLDED OVER TAB.

7. PROVIDE SEPARATION BETWEEN ALL DISSIMILAR METALS.

MASONRY GENERAL NOTES:

1. REPLACEMENT MASONRY SHALL MATCH PLANE, BOND, JOINT STYLE AND COURSING OF ADJACENT MASONRY TO

REMAIN.

2. ALL MASONRY TO STEEL OR OTHER DISSIMILAR MATERIAL JOINTS SHALL BE FILLED WITH CONTINUOUS ACRYLIC

IMPREGNATED PRE-COMPRESSED FOAM, CLOSED CELL BACKER ROD AND APPROVED SEALANT.

3. ALL MASONRY JOINTS INDICATED TO BE CUT SHALL BE CUT A MINIMUM OF ¾” DEEP, IN NO CASE SHALL CUTTING

STOP UNTIL SOUND MATERIAL IS ENCOUNTERED. JOINTS SHALL NOT BE OVER-CUT ALONG THEIR LENGTHS OR AT

INTERSECTIONS. NEW JOINTS SHALL BE INSTALLED IN LIFTS OF 3/8” DEEP MAXIMUM AND THE FINAL LIFT SHALL BE

PACKED WITH HARD AND BURNISHED SMOOTH.



KEY PLAN

S

M

A

L

L

 

S

T

R

E

E

T

H

O

L

B

R

O

O

K

 

R

O

A

D

W

 

S

Q

U

A

N

T

U

M

 

S

T

R

E

E

T

B

E

L

M

O

N

T

 

S

T

R

E

E

T

NOT IN SCOPE OF WORK SCOPE OF WORK

SCALE:

1

1/8" = 1'-0"

DEMOLITION - MONTCLAIR ELEMENTARY SCHOOL ROOF PLAN

D
r
a
w

i
n
g
 
n
a
m

e
:
 
J
:
\
_
S

J
W

2
0
1
1
\
1
1
1
1
3
 
M

o
n
t
c
l
a
i
r
 
E

l
e
m

e
n
t
a
r
y
 
-
 
1
1
0
1
\
A

u
t
o
c
a
d
\
5
0
 
C

o
n
s
t
r
u
c
t
i
o
n
 
D

o
c
u
m

e
n
t
s
\
1
1
1
1
3
_
m

o
n
t
c
l
a
i
r
 
e
l
e
m

e
n
t
a
r
y
_
d
e
m

o
 
r
o
o
f
 
p
l
a
n
.
d
w

g

PRESIDENTS PLACE, 1250 HANCOCK STREET, SUITE 815N

QUINCY, MA  02169  TEL. 617-773-8150  FAX 617-773-4902

www.wesslingarchitects.com

WESSLING

AIA-CSI-BOCA

CONSULTANTS:

CLIENT:

PROJECT:

SHEET TITLE:

DO NOT SCALE DRAWING

C
O

P
Y

R
I
G

H
T

 
C

 
S

T
E

P
H

E
N

 
J
 
W

E
S

S
L

I
N

G
 
A

R
C

H
I
T

E
C

T
S

 
I
N

C
.
 
 
2

0
1

1

8 BELMONT STREET

QUINCY, MA

MONTCLAIR

ELEMENTARY

ROOF

REPLACEMENT

QUINCY, MA

THE CITY OF

QUINCY

PREPARED BY A LICENSED ARCHITECT

Any changes to this item can be a violation of the

law unless altered by a licensed architect.  Any

alteration made to this item must be accompanied by

a specific description of change or changes made;

date change was made, as well as the seal of the

licensed architect who made or oversaw the

changes.

PROFESSIONAL

SHEET:

DRAWING SCALE:

CHECKED BY:

DRAWN BY:

MARK DATE DESCRIPTION

ISSUE:

PROJECT NO.:

11113

N

O

T

 

F

O

R

C

O

N

S

T

R

U

C

T

I

O

N

7/13/11 ISSUED FOR BID

AD-101

DEMOLITION

ROOF PLAN

MVM/DN

SJW

1/8"=1'-0"

VP

VP

VP

VP

VP

ROOF BELOW NOT IN

SCOPE OF WORK

ROOF BELOW NOT IN

SCOPE OF WORK

RD

RD

RD

RD

RD
RD

VP

RD

VP

2
3

'
-
0

"
 
V

I
F

2
5

'
-
6

"
 
V

I
F

3
2

'
-
2

"
 
V

I
F

2
1

'
-
4

"
 
V

I
F

3
2

'
-
2

"
 
V

I
F

1
3

4
'
-
2

"
 
V

I
F

149'-4" VIF

3
7

'
-
8

"
 
V

I
F

3
5

'
-
6

"
 
V

I
F

3
6

'
-
4

"
 
V

I
F

20'-4" VIF

6
1

'
-
6

"
 
V

I
F

D1

D2
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D3
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D3

D3

D3

D3

D4

D4

D4

D4

D5

D5

D5

D5

D5

D5

D6

AD-501

3

AD-501

4

AD-501

5

AD-501

6

AD-501

7

TYP.

TYP.

TYP.

TYP.

TYP.

D7

D8

AD-501

3

SIM

VP

RV

EXISTING RELIEF VALVE, CAPPED

EXISTING VENT PIPE / VERTICAL PENETRATION

RD

EXISTING ROOF DRAIN

DEMOLITION KEY NOTATIONS:

HP
EXISTING HIGHPOINT ON ROOF / RIDGE

DS
EXISTING DOWNSPOUT

EXISTING EPDM ROOF(S)

EXISTING SHINGLE ROOF(S)

EXISTING BUILT UP ROOF(S)

EXISTING ROOF NOT IN SCOPE OF WORK

D1

S
Y

M
B

O
L

DEMOLITION NOTATIONS:

D2

D3 REMOVE EXISTING DRAIN BODIES AND STRAINERS

D4

D5

EXISTING VENT PIPE TO REMAIN.  REMOVE ALL ASSOCIATED

FLASHINGS AND MEMBRANES

REMOVE EXISTING BUR ROOF SYSTEM, EPDM ROOF SYSTEM AND

METAL FLASHINGS DOWN TO WOOD STRUCTURAL DECK.  REMOVE

ANY DETERIORATED WOOD DECKING, ALLOW FOR 600 SF DECK

REPLACEMENT. SEE 1/AD-501 FOR TYPICAL ROOF ASSEMBLY

REMOVE EXISTING BUR ROOF SYSTEM AND METAL FLASHINGS

DOWN TO WOOD STRUCTURAL DECK.  REMOVE ANY DETERIORATED

WOOD DECKING, ALLOW FOR 600 SF DECK REPLACEMENT. SEE

2/AD-501 FOR TYPICAL ROOF ASSEMBLY

REMOVE ALL ABANDONED FASTENERS, PITCH POCKETS,

MECHANICAL UNIT CURBS AND ALL ASSOCIATED

FLASHINGS, MEMBRANES AND RESIDUES

D8

D7

EXISTING MASONRY CHIMNEY - PREPARE AREA TO ACCEPT

NEW WORK PER DETAIL 5/AD-501

D6

EXISTING ROOF HATCH AND CURB TO BE REMOVED AND

PREPARED FOR NEW ROOF HATCH AND CURB

EXISTING COPPER FLASHING AT PARAPET - REMOVE AND

PREPARE AREA TO ACCEPT NEW WORK



1
'
-
2

"
 
V

.
I
.
F

.

EXISTING COPPER

CORNICE FLASHING

TO REMAIN

6
"
 
V

.
I
.
F

.

EXISTING BRICK WALL

TO REMAIN

EXISTING 2X8 WD BLOCKING

TO REMAIN

EXISTING WOOD DECKING

(TONGUE AND GROOVE) TO REMAIN

EXISTING GRAVEL STOP TO

BE REMOVED

REMOVE EXISTING WD CANT REMOVE EXISTING GRAVEL SURFACE BY

MEANS OF VACUUM OR POWER BROOMING

REMOVE EXISTING BUR PLIES AND FELTS TO

CLEAN DECK SURFACE

8

1

2

"
 
V

I
F

1
0

1

2

"
 
V

I
F

REMOVE EXISTING COPPER GRAVEL STOP

EXISTING WOOD DECKING

(TONGUE AND GROOVE) TO REMAIN

EXISTING 2X8 WD BLOCKING

TO REMAIN

REMOVE EXISTING WD CANT

REMOVE EXISTING HARDBOARD INSULATION

REMOVE EXISTING ADHERED EPDM

MEMBRANE

REMOVE EXISTING BUR PLIES AND

FELTS TO CLEAN DECK SURFACE

REMOVE EXISTING GRAVEL SURFACE BY

MEANS OF VACUUM OR POWER BROOMING

REMOVE EXISTING GRAVEL SURFACE BY

MEANS OF VACUUM OR POWER BROOMING

REMOVE EXISTING BUR PLIES AND FELTS

TO CLEAN DECK SURFACE

EXISTING WOOD DECKING

(TONGUE AND GROOVE) TO REMAIN

REMOVE EXISTING HARDBOARD INSULATION

1

2

"
 
V

I
F

2
"
-
 
2

1

2
"
 
V

.
I
.
F

.

REMOVE EXISTING REINFORCED FLASHING STRIP

REMOVE EXISTING METAL

"CURB" ATTACHED TO DECKING

EXISTING COPPER THROUGH

WALL FLASHING TO REMAIN

EXISTING BRICK PARAPET

WALL TO REMAIN

EXISTING COPPER THROUGH

WALL FLASHING TO REMAIN

EXISTING PRECAST

CONCRETE CAP TO REMAIN

2
'
-
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1
"
 
V

I
F

4

1

2

"
 
V

I
F

4
"
 
V

I
F

9
 

3

4
"
 
V

I
F

REMOVE EXISTING BUR PLIES AND

FELTS TO CLEAN DECK SURFACE

REMOVE EXISTING GRAVEL SURFACE BY

MEANS OF VACUUM OR POWER BROOMING

REMOVE EXISTINGADHERED

EPDM MEMBRANE FLASHING

EXISTING WOOD DECKING

(TONGUE AND GROOVE) TO REMAIN

EXISTING BRICK CHIMNEY

TO REMAIN

REMOVE EXISTING BUR PLIES AND

FELTS TO CLEAN DECK SURFACE

REMOVE EXISTING GRAVEL SURFACE BY

MEANS OF VACUUM OR POWER BROOMING

REMOVE EXISTING COPPER

REGLET FLASHING

REMOVE EXISTING COPPER

COUNTER FLASHING

EXISTING WOOD DECKING

(TONGUE AND GROOVE) TO REMAIN

REMOVE EXISTING HARDBOARD INSULATION

EXISTING PENTHOUSE

STRUCTURE TO REMAIN

CUT EXISTING COPPER STANDING SEAM

PENTHOUSE PANELS TO ALLOW FOR NEW

FLASHING DETAIL, REFER TO 5/A-502

REMOVE EXISTING BUR PLIES AND

FELTS TO CLEAN DECK SURFACE

REMOVE EXISTING GRAVEL SURFACE BY

MEANS OF VACUUM OR POWER BROOMING

REMOVE EXISTING ADHERED EPDM

MEMBRANE

EXISTING WOOD DECKING

(TONGUE AND GROOVE) TO REMAIN

1

2

"
 
V

I
F

1
"
 
V

.
I
.
F

.

REMOVE EXISTING FELT PAPER

REMOVE EXISTING ADHERED EPDM EMBRANE

2

1

2

"
 
V

I
F

REMOVE EXISTING HARDBOARD INSULATION

REMOVE EXISTING BUR PLIES AND

FELTS TO CLEAN DECK SURFACE

REMOVE EXISTING GRAVEL SURFACE BY

MEANS OF VACUUM OR POWER BROOMING

DETAIL DEMOLITION KEY:

AREA(S) TO BE REMOVED

OBJECT(S) TO BE REMOVED

EXISTING AREA(S) TO REMAIN

3

4

"
 
V

I
F

1
"
 
V

.
I
.
F

.

EXISTING WOOD DECKING

(TONGUE AND GROOVE) TO REMAIN

REMOVE EXISTING FELT PAPER

REMOVE EXISTING BUR PLIES AND

FELTS TO CLEAN DECK SURFACE

REMOVE EXISTING GRAVEL SURFACE BY

MEANS OF VACUUM OR POWER BROOMING

SCALE:

3

3" = 1'-0"

DEMO - TYPICAL ROOF EDGE AND CORNICE DETAIL

SCALE:

7

6" = 1'-0"

DEMO - TYPICAL BUR AND EPDM ROOF PARAPET DETAIL

SCALE:

4

3" = 1'-0"

DEMO - UPPER AND LOWER ROOF EDGE TRANSITION

SCALE:

5

6" = 1'-0"

DEMO - CHIMNEY BASE WALL REGLET DETAIL

SCALE:

6

6" = 1'-0"

DEMO - PENTHOUSE SIDING DETAIL

AD-501

DEMOLITION

ROOF DETAILS

MVM/DN
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SCALE:

1

6" = 1'-0"

DEMO - TYPICAL ROOF COMPONENTS DETAIL @ "LOWER ROOF"

SCALE:

2

6" = 1'-0"

DEMO - TYPICAL ROOF COMPONENTS DETAIL @ "UPPER ROOF"
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SCALE:

1

1/8" = 1'-0"

NEW CONSTRUCTION - MONTCLAIR ELEMENTARY SCHOOL ROOF PLAN
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A-101

NEW

CONSTRUCTION

ROOF PLAN

MVM/DN

SJW

1/8"=1'-0"

VP

VP

VP

VP

VP

ROOF BELOW NOT IN

SCOPE OF WORK

ROOF BELOW NOT IN

SCOPE OF WORK
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N1

N1

N2

N1

N1

N3

N3

N3

N3

N3

N3

N3

N4

N4

N4

N4

N5

N5

N5

N5

N5

N5

N6

N2N2
TYPICAL, FULL PERIMETER TYPICAL, FULL PERIMETER

A-502

2

A-502

3

A-502

4

A-502

5

A-502

6

TYP.

TYP.

TYP.

TYP.

TYP.

N5

A-502

2

TYP, SIM

A-502

2

TYP, SIM

VP

RV

EXISTING RELIEF VALVE, CAPPED

EXISTING VENT PIPE / VERTICAL PENETRATION

RD

NEW ROOF DRAIN

NEW CONSTRUCTION KEY NOTATIONS:

HP
EXISTING HIGHPOINT ON ROOF / RIDGE

DS
EXISTING DOWNSPOUT

NEW PVC ROOF(S)

NEW SBS ROOF(S)

EXISTING ROOF NOT IN SCOPE OF WORK

NEW SHINGLE ROOF(S)

N1

S
Y

M
B

O
L

NEW CONSTRUCTION NOTATIONS:

N2

N3

FURNISH AND INSTALL NEW CAST IRON DRAIN ASSEMBLIES WITH

8'x8' TAPERED SUMP AROUND EACH DRAIN, TYPICAL - REFER TO

DETAIL 7/A-501

N4

N5

EXISTING VENT PIPE - FURNISH AND INSTALL NEW FLASHING

PER DETAILS 4/A-501 AND 6/A-501

FURNISH AND INSTALL NEW WOOD DECKING AT DETERIORATED

AREAS.  ALLOW FOR 600 SF DECK REPLACEMENT.  FURNISH AND

INSTALL NEW PVC MEMBRANE ROOF SYSTEM OVER MECHANICALLY

ATTACHED  

1

2

" THICK COVER BOARD W/ (2) 2" LAYERS OF

POLYISOCYANURATE INSULATION OVER POLYETHYLENE VAPOR

BARRIER AND THERMAL BARRIER - REFER TO DETAIL 1/A-502

FURNISH AND INSTALL NEW PERIMETER FLASHING PER DETAILS

2/A-502, 3/A-502 AND 6/A-502, TYPICAL FULL PERIMETER OF ROOFS

FURNISH AND INSTALL NEW FLASHING AND PITCH POCKETS AT

EXISTING ROOF TOP UNITS PER DETAIL 8/A-501. PROVIDE NEW

BLOCKING AS REQUIRED TO ALLOW FOR MANUFACTURER'S

RECOMMENDED CLEARANCE ABOVE ROOF MEMBRANE

N6

FURNISH AND INSTALL NEW ROOF HATCH AND CURB PER

DETAIL 2/A-501

N7 EXISTING MASONRY CHIMNEY - REFER TO DETAIL 4/A-502

N8

FURNISH AND INSTALL NEW ROOF HATCH AND CURB PER

DETAIL 2/A-501



SCALE:

2   ROOF ACCESS HATCH CURB DETAIL

 3"=1'-0"

NEW ROOF HATCH SYSTEM, VERIFY SIZE IN FIELD

NEW CONTINUOUS METAL EXTENSION/SKIRT PIECE

BACK-SEALED WITH GROMMETTED FASTENERS

SPACED 8" O.C. (TYP)

4
"
 
M

I
N

.

NEW CONTINUOUS ADHERED PVC ROOF

MEMBRANE SYSTEM (TYP)

NEW DISTRIBUTION PLATE WITH FASTENER @ 12" O.C.

NEW CONTINUOUS ADHERED PVC ROOF MEMBRANE

FLASHING

NEW INSULATED ROOF HATCH CURB

EXISTING WOOD DECKING (TONGUE AND GROOVE)

TO REMAIN

NEW P.T. BLOCKING - VERIFY SIZE IN FIELD

NEW 

1

2

" COVER BOARD

NEW (2) 2" LAYERS OF POLYISOCYANURATE

INSULATION

NEW POLYETHYLENE VAPOR

BARRIER AND THERMAL BARRIER

EXISTING WD BLOCKING TO REMAIN

NOTES:

1. METAL EXTEND PIECE IS REQUIRED IF EXISTING

COUNTER FLASHING IS CONTAMINATED AND/OR

COUNTER FLASHING FASCIA IS LESS THAN 4

INCHES WIDE. FASTENED 8" O.C. WITH

GROMMETTED FASTENERS

2. PROVIDE ADDITIONAL PT WOOD BLOCKING TO

ACHIEVE AN 8" MIN FLASHING HEIGHT

NEW CONTINUOUS ADHERED PVC MEMBRANE FLASHING - LAP &

FASTEN MEMBRANE OVER TOP OF CURB (TYP)

NEW CONTINUOUS ADHERED PVC ROOF MEMBRANE SYSTEM (TYP)

NEW DISTRIBUTION PLATE WITH FASTENER @ 12" O.C.

METAL EXTENDER PIECE - REFER TO NOTE BELOW

FURNISH & INSTALL ADDITIONAL PT WOOD BLOCKING - REFER TO

NOTE BELOW

+
/
-
 
1

4
"
 
(
V

.
I
.
F

.
)

REMOVE EXISTING ROOF TOP UNIT TO PERFORM CURB FLASHING -

REINSTALL ROOFTOP UNIT - REFER TO ROOF PLAN FOR UNIT

LOCATIONS (TYP)

EXISTING WOOD NAILERS TO MATCH INSULATION THICKNESS - REPLACE

DETERIORATED WOOD NAILERS WITH NEW PT WOOD (TYP) & SUPPLY NEW PT

WOOD NAILERS TO MATCH HEIGHT OF ADJACENT INSULATION

SCALE:

3
  TYPICAL HVAC UNIT & EXHAUST FAN CURB DETAIL

 3"=1'-0"

EXISTING WOOD DECKING (TONGUE AND GROOVE) TO REMAIN

NEW 

1

2

" COVER BOARD

NEW (2) 2" LAYERS OF POLYISOCYANURATE

INSULATION

NEW POLYETHYLENE VAPOR BARRIER AND THERMAL BARRIER

NEW P.T. BLOCKING - VERIFY SIZE IN FIELD

SCALE:

4   TYPICAL PIPE PENETRATION DETAIL

 3"=1'-0"

EXISTING PIPE PENETRATION (TO REMAIN)

8
"
 
M

I
N

NEW STAINLESS STEEL HOSE CLAMP

NEW CONTINUOUS SEALANT AROUND PENETRATION

NEW CONTINUOUS ADHERED PVC MEMBRANE FLASHING

NEW CONTINUOUS SELF-ADHERED PVC ROOF

MEMBRANE SYSTEM (TYP)

NEW DISTRIBUTION PLATE WITH FASTENER @ 12" O.C.

NEW CONTINUOUS PVC MEMBRANE BASE FLASHING

VARIES

EXISTING WOOD DECKING (TONGUE AND GROOVE) TO

REMAIN

NEW POLYETHYLENE VAPOR BARRIER AND THERMAL

BARRIER

NEW 

1

2

" COVER BOARD

NEW (2) 2" LAYERS OF POLYISOCYANURATE INSULATION

SCALE:

8   TYPICAL PITCH POCKET DETAIL

 3"=1'-0"

CEMENT BASED GROUT OR APPROVED FILLER

TWO COMPONENT URETHANE ADHESIVE PITCH POCKET SEALANT

2" MIN

PVC COATED GLAVANIZED SHEET METAL PITCH PAN

FASTENED @ 4" O.C. USING GALVANIZED ANNULAR RING

NAILS OR APPROVED EQUAL

NEW CONTINUOUS ADHERED PVC ROOF MEMBRANE FLASHING

EXISTING WOOD NAILERS TO MATCH INSULATION THICKNESS -

REPLACE DETERIORATED WOOD NAILERS WITH NEW PT WOOD

(TYP) & SUPPLY NEW PT WOOD NAILERS TO MATCH HEIGHT OF

ADJACENT INSULATION

EXISTING WOOD DECKING (TONGUE AND GROOVE) TO REMAIN

NEW P.T. BLOCKING - VERIFY SIZE IN FIELD

NEW 

1

2

" COVER BOARD

NEW POLYETHYLENE VAPOR BARRIER AND THERMAL BARRIER

NEW (2) 2" LAYERS OF POLYISOCYANURATE INSULATION

NEW CONTINUOUS ADHERED PVC ROOF MEMBRANE SYSTEM (TYP)

SCALE:

7
  ROOF DRAIN DETAIL

 3"=1'-0"

NEW CONTINUOUS WATER CUT-OFF MASTIC

NEW CAST-IRON CLAMPING RING AND CAST-IRON DRAIN STRAINER/DOME

NEW CONTINUOUS ADHERED PVC ROOF MEMBRANE SYSTEM (TYP)

S

L

O

P

E

CLEAN & MECHANICALLY PREP EXISTING DRAIN BOWL - PROVIDE & FURNISH

(2) COATS OF ZINC RICH PAINT

EXISTING WOOD DECKING (TONGUE AND GROOVE) TO REMAIN

NOTES:

1. ALL BOLTS OR CLAMPS SHALL BE IN PLACE TO PROVIDE

CONSTANT COMPRESSION ON WATER CUT-OFF MASTIC

2. CUT THE MEMBRANE SO IT EXTENDS A MINIMUM OF 

1

2

"

BEYOND THE ATTACHMENT POINTS OF THE DRAIN

CLAMPING RING

3. HOLE IN MEMBRANE SHALL EXCEED SIZE OF DRAIN PIPE.

4. INSULATION TAPER SHALL NOT BE STEEPER THAN 6 INCHES

(VERTICAL) IN 12 INCHES (HORIZONTAL)

NEW 

1

2

" COVER BOARD

NEW TAPERED POLYISOCYANURATE INSULATION

NEW POLYETHYLENE VAPOR BARRIER AND THERMAL BARRIER

SCALE:

6   FLASHING @ GOOSE-NECK VENT DETAIL

 3"=1'-0"

NEW CONTINUOUS ADHERED PVC MEMBRANE FLASHING - LAP &

FASTEN MEMBRANE OVER TOP OF CURB (TYP)

NEW CONTINUOUS ADHERED PVC ROOF MEMBRANE SYSTEM (TYP)

NEW DISTRIBUTION PLATE WITH FASTENER @ 12" O.C.

8
"
 
M

I
N

EXISTING ROOF VENT PENETRATION TO REMAIN -  SAND, PRIME &

APPLY (2) COATS FINISH PAINT ON ALL EXT SURFACES (TYP)

EXISTING WOOD NAILERS TO MATCH INSULATION THICKNESS - REPLACE

DETERIORATED WOOD NAILERS WITH NEW PT WOOD (TYP) & SUPPLY NEW PT

WOOD NAILERS TO MATCH HEIGHT OF ADJACENT INSULATION

NEW CONTINUOUS SEALANT

NEW WATER CUT-OFF MASTIC

NEW CONTINUOUS TERMINATION BAR - FASTEN 9" O.C. WITH

GROMMETTED FASTENERS

NEW 

1

2

" COVER BOARD

NEW (2) 2" LAYERS OF POLYISOCYANURATE INSULATION

EXISTING WOOD DECKING (TONGUE AND GROOVE) TO REMAIN

NEW POLYETHYLENE VAPOR BARRIER AND THERMAL BARRIER

NEW P.T. BLOCKING - VERIFY SIZE IN FIELD

SCALE:

5   TYPICAL NON-CONCEALED SLEEPER DETAIL

 3"=1'-0"

NEW CONTINUOUS ADHERED PVC ROOF MEMBRANE

SYSTEM (TYP)

NEW WALKWAY PAD HOT-AIR WELDED TO NEW

PVC MEMBRANE (TYP)

NEW PT WOOD SLEEPER

EXISTING WOOD DECKING (TONGUE AND GROOVE) TO

REMAIN

NEW 

1

2

" COVER BOARD

NEW (2) 2" LAYERS OF POLYISOCYANURATE INSULATION

NEW POLYETHYLENE VAPOR BARRIER AND THERMAL

BARRIER

SCALE:

1   TYPICAL FLASHING DETAILS

NOT TO SCALE

3

4

"

3

4

"

NEW METAL OR

CRIMPED FLASHING

NEW CONTINUOUS

METAL CLEAT

NEW DOUBLE-SIDED

BUTYL TAPE

NEW METAL OR

CRIMPED FLASHING

NEW 2" WIDE DUTCH

CLIP @ 24" O.C.

CLEAT DUTCH CLIP

3

4

"

3

4

"

A-501

TYPICAL

ROOF

DETAILS
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EXISTING WOOD DECKING (TONGUE AND

GROOVE) TO REMAIN - REPAIR/REPLACE

AS REQUIRED
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CRIMP EXISTING COPPER THROUGH WALL FLASHING

EXISTING BRICK PARAPET WALL TO REMAIN

EXISTING COPPER THROUGH

WALL FLASHING TO REMAIN

EXISTING PRECAST

CONCRETE CAP TO REMAIN
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NEW POLYETHYLENE VAPOR

BARRIER AND THERMAL BARRIER

NEW CONTINUOUS ADHERED PVC

ROOF MEMBRANE SYSTEM (TYP)

NEW P.T. BLOCKING - VERIFY SIZE IN FIELD

NEW 

1

2

" COVER BOARD

NEW (2) 2" LAYERS OF

POLYISOCYANURATE

INSULATION

NEW CONTINUOUS ADHERED PVC MEMBRANE -

LAP & FASTEN MEMBRANE OVER TOP OF CURB (TYP)

NEW DISTRIBUTION PLATE WITH FASTENER

@ 12" O.C.

NEW CONTINUOUS SEALANT

NEW WATER CUT-OFF MASTIC

NEW CONTINUOUS TERMINATION BAR - FASTEN 9" O.C. WITH

GROMMETTED FASTENERS

NEW 

3

4

" BC FIR PLYWOOD ON ALL EXISTING

SURFACES TO RECEIVE PVC MEMBRANE. SECURE

NEW PLYWOOD WITH COUNTERSUNK SCREW TYPE

CONCRETE FASTENERS AT 12" O.C. (MIN 2 ROWS),

12" O.C. VERTICALS (MIN 2 ROWS)

NEW ALUMINUM FLASHING WITH 2" WIDE

DUTCH CLIP @ 24" O.C.
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EXISTING WOOD DECKING

(TONGUE AND GROOVE) TO REMAIN

NEW POLYETHYLENE VAPOR

BARRIER AND THERMAL BARRIER

NEW CONTINUOUSLY ADHERED

PVC ROOF MEMBRANE

NEW (2) 2" LAYERS OF

POLYISOCYANURATE INSULATION

NEW 

1

2

" COVER BOARD

EXISTING COPPER FLASHING

EXISTING BRICK WALL

TO REMAIN

EXISTING WOOD DECKING

(TONGUE AND GROOVE) TO

REMAIN - REPAIR/REPLACE AS

REQUIRED

NEW CONTINUOUS ADHERED PVC ROOF

MEMBRANE

NEW CONTINUOUS ADHERED PVC ROOF

MEMBRANE SYSTEM (TYP)

NEW PVC COATED GRAVEL STOP

NEW P.T. BLOCKING - VERIFY SIZE IN

FIELD

NEW 

1

2

" COVER BOARD

NEW (2) 2" LAYERS OF

POLYISOCYANURATE INSULATION

NEW POLYETHYLENE VAPOR BARRIER

AND THERMAL BARRIER

PROVIDE SEPARATION

BETWEEN METALS

EXISTING WOOD DECKING

(TONGUE AND GROOVE) TO

REMAIN - REPAIR/REPLACE AS

REQUIRED

NEW CONTINUOUS ADHERED PVC

MEMBRANE - LAP & FASTEN MEMBRANE

OVER TOP OF CURB (TYP)

NEW CONTINUOUS ADHERED PVC

ROOF MEMBRANE SYSTEM (TYP)

NEW DISTRIBUTION PLATE WITH

FASTENER @ 12" O.C.

NEW P.T. BLOCKING - VERIFY SIZE IN

FIELD

EXISTING 2X8 WD BLOCKING TO REMAIN

NEW CONTINUOUS ADHERED PVC ROOF

MEMBRANE

NEW CONTINUOUS ADHERED PVC ROOF

MEMBRANE SYSTEM (TYP)

NEW PVC COATED GRAVEL STOP

NEW P.T. BLOCKING - VERIFY SIZE IN

FIELD

NEW 

1

2

" COVER BOARD

NEW (2) 2" LAYERS OF

POLYISOCYANURATE INSULATION

NEW POLYETHYLENE VAPOR BARRIER

AND THERMAL BARRIER

NEW POLYETHYLENE VAPOR BARRIER

AND THERMAL BARRIER

NEW 

1

2

" COVER BOARD

NEW (2) 2" LAYERS OF

POLYISOCYANURATE

INSULATION

NEW 

3

4

" BC FIR PLYWOOD ON ALL EXISTING

SURFACES TO RECEIVE PVC MEMBRANE.

SECURE NEW PLYWOOD WITH

COUNTERSUNK SCREW TYPE CONCRETE

FASTENERS AT 12" O.C. (MIN 2 ROWS), 12"

O.C. VERTICALS (MIN 2 ROWS)

EXISTING WOOD DECKING

(TONGUE AND GROOVE) TO

REMAIN

8
"
 
M

I
N

NEW POLYETHYLENE VAPOR

BARRIER AND THERMAL BARRIER

NEW CONTINUOUS ADHERED PVC

ROOF MEMBRANE SYSTEM (TYP)

NEW P.T. BLOCKING - VERIFY SIZE IN FIELD

NEW 

1

2

" COVER BOARD

NEW (2) 2" LAYERS OF

POLYISOCYANURATE INSULATION

NEW CONTINUOUS ADHERED PVC MEMBRANE -

LAP & FASTEN MEMBRANE OVER TOP OF CURB (TYP)

NEW DISTRIBUTION PLATE WITH FASTENER

@ 12" O.C.

NEW CONTINUOUS SEALANT

NEW WATER CUT-OFF MASTIC

NEW CONTINUOUS TERMINATION BAR - FASTEN 9" O.C. WITH

GROMMETTED FASTENERS

NEW 

3

4

" BC FIR PLYWOOD ON ALL EXISTING SURFACES TO

RECEIVE PVC MEMBRANE. SECURE NEW PLYWOOD WITH

COUNTERSUNK SCREW TYPE CONCRETE FASTENERS AT 12"

O.C. (MIN 2 ROWS), 12" O.C. VERTICALS (MIN 2 ROWS)

NEW ALUMINUM FLASHING WITH 2" WIDE DUTCH CLIP @

24" O.C.

NEW ALUMINUM 2-PIECE REGLET

FLASHING WITH CONTINUOUS CLEAT

NEW SILICONE SEALANT AND BACKER ROD

WITH WEEPS AT 16" O.C.

NEW LEAD PLUG

EXISTING BRICK CHIMNEY TO REMAIN

2" MIN

EXISTING WOOD DECKING

(TONGUE AND GROOVE) TO REMAIN

EXISTING PENTHOUSE

STRUCTURE TO REMAIN
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NEW POLYETHYLENE VAPOR

BARRIER AND THERMAL BARRIER

NEW CONTINUOUS ADHERED PVC

ROOF MEMBRANE SYSTEM (TYP)

NEW P.T. BLOCKING - VERIFY SIZE IN FIELD

NEW 

1

2

" COVER BOARD

NEW (2) 2" LAYERS OF

POLYISOCYANURATE INSULATION

NEW CONTINUOUS ADHERED PVC MEMBRANE -

LAP & FASTEN MEMBRANE OVER TOP OF CURB (TYP)

NEW DISTRIBUTION PLATE WITH FASTENER

@ 12" O.C.

NEW CONTINUOUS SEALANT

NEW WATER CUT-OFF MASTIC

NEW CONTINUOUS TERMINATION BAR - FASTEN 9" O.C. WITH

GROMMETTED FASTENERS

NEW 

3

4

" BC FIR PLYWOOD ON ALL EXISTING SURFACES TO

RECEIVE PVC MEMBRANE. SECURE NEW PLYWOOD WITH

COUNTERSUNK SCREW TYPE CONCRETE FASTENERS AT 12"

O.C. (MIN 2 ROWS), 12" O.C. VERTICALS (MIN 2 ROWS)

NEW ALUMINUM FLASHING WITH 2" WIDE DUTCH CLIP @

24" O.C.

NEW ALUMINUM FLASHING

EXISTING STANDING SEAM PANELS

NEW WATERPROOF MEMBRANE

SCALE:
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6" = 1'-0"

TYPICAL ROOF PARAPET DETAIL
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A-502

NEW

CONSTRUCTION

ROOF DETAILS

MVM/DN

SJW

AS NOTED

SCALE:

1

6" = 1'-0"

TYPICAL ROOF ASSEMBLY

SCALE:

2

3" = 1'-0"

TYPICAL ROOF EDGE DETAIL

SCALE:

3

3" = 1'-0"

TYPICAL ROOF EDGE TRANSITION

SCALE:

4

6" = 1'-0"

CHIMNEY BASE WALL REGLET DETAIL

SCALE:

5

6" = 1'-0"

PENTHOUSE SIDING DETAIL
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