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ABBREVIATIONS

TRAFFIC SIGNAL SYSTEMS

R STEADY CIRCULAR RED
Y STEADY CIRCULAR AMBER
G STEADY CIRCULAR GREEN °
FR FLASHING CIRCULAR RED
FY FLASHING CIRCULAR AMBER
B STEADY GREEN VERTICAL ARROW
1% STEADY RED RIGHT ARROW
D _STEADY AMBER RIGHT ARROW
262 STEADY GREEN RIGHT ARROW
& STEADY RED LEFT ARROW
< STEADY AMBER LEFT ARROW |
<& STEADY GREEN LEFT ARROW
W STEADY WALK (PERSON WALKING) — LUNAR WHITE
DW STEADY DON'T WALK (HAND) — PORTLAND ORANGE
FDW FLASHING DON'T WALK (FLASHING HAND) — PORTLAND ORANGE
vDC - VIDEO DETECTION CAMERA .
COND CONDUIT
GENERAL
EXIST. EXISTING
PROP. PROPOSED
MIN. MINIMUM
MAX. MAXIMUM
RET. RETAIN
REM. REMOVE
ABAN. ABANDON
ADJ. ADJUST
R&R REMOVE & RESET
R&S REMOVE & STACK
0.C. ON CENTER
ETW EDGE OF TRAVELED WAY
ROW RIGHT—OF—WAY
R PROPERTY LINE
B BASELINE
¢ CENTERLINE
N.T.S. NOT TO SCALE
TYP. TYPICAL
APPROX.  APPROXIMATE
LF LINEAR FEET
NIC NOT IN CONTRACT
PAVEMENT MARKINGS
cw CROSSWALK, 2—12" WHITE LINES (8'—6" INSIDE WIDTH)
sL STOP LINE, 12" WHITE LINE 6" BEHIND CW (TYP.)
SWPL SOLID WHITE PARKING LINE — 4
SWLL SOLID WHITE LANE LINE — 4”
SWEL SOLID WHITE EDGE LINE — 4”
SYLL SOLID YELLOW LANE LINE — 4”
SYEL SOLID YELLOW EDGE LINE — 4”
BWLL BROKEN WHITE LANE LINE — 4" (LENGTH & SPACING NOTED)
SWGL SOLID WHITE GORE LINE — 12" @ 337, (SPACING NOTED)
SYGL SOLID YELLOW GORE LINE — 12" @ 33", (SPACING NOTED)
BYLL BROKEN YELLOW LANE LINE — 4”
DYCL DOUBLE YELLOW CENTER LINE — 2 — 4" LINES

SWCHEV SOLID WHITE CHEVRON LINE — 12", (SPACING NOTED)
SWCHL SOLID WHITE CHANNELIZING LINE — SIZE NOTED

'vvv YIELD LINE, 24" x 36" WHITE TRIANGLE, 36" O.C.

= _} PAVEMENT ARROW AND LEGEND — WHITE
—L

SCHOUL SCHOOL ZONE — WHITE

&

WHEELCHAIR ACCESSIBILITY SYMBOL — WHITE

R XR RAILROAD CROSSING ZONE

EXIST. OR PROP. -
GRAN. CURB\

TRAFFIC SIGNAL SYMBOLS
EXISTING PROPOSED

=
—= g
— o
—
— 1]
-
@D &
]
m
92
S
L

.....

;;;;;

== R~ i varr i g

EmEaemm s s E=E =

4~0" (MIN.)

CONTROL CABINET GROUND MOUNTED

_(WITH & WITHOUT CONCRETE PAD)

VEHICULAR SIGNAL HEAD
(ALPHA—NUMERIC DESIGNATION NOTED)

VEHICULAR SIGNAL HEAD, OPTICALLY PROGRAMMED

" FLASHING BEACON

PEDESTRIAN SIGNAL HEAD, OPTICALLY PROGRAMMED
PEDESTRIAN SIGNAL HEAD

OPTICAL DETECTOR

PEDESTRIAN PUSH BUTTON

PULL BOX 12" x 12" OR HANDHOLE
PULL BOX 12" x 24"

CONTROLLER PHASE

INDUCTIVE LOOP DETECTOR

VIDEO DETECTION CAMERA (VDC)

MAGNETIC DETECTOR
MICROWAVE OR ULTRASONIC DETECTOR
PRE-EMPTION CONFIRMATION STROBE

VIDEO DETECTION ZONE

CONDUIT (SINGLE RUN)

CONDUIT (DOUBLE RUN)

MAST ARM, SHAFT & BASE
(ARM LENGTH AS NOTED)

SCHOOL ZONE SPEED LIMIT SIGN

/MAST ARM SHAFT

MAST ARM BASE PLATE

/ NON—-SHRINK GROUT

— ——. —— {—— snodoto7

0
JB. \\:\—PROF‘. 4" CEM. CONC.

N\ TOP OF CONC. FOUNDATION TO BE
= \:SET 4" BELOW FINISHED GRADE
1/2" DIA. CONDUIT FOR DRAINAGE

: N\ AncHOR B0LTS

CORED PIER FOUNDATION

ETAIL FOR MAST ARM FOUNDATION IN SIDEWALK

NOT TO SCALE

FULL-DEPTH
CONSTRUCTION
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31”“0”
23»‘ 8"
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COMPACTED SAND BORROW—"1

2" HOT MIX ASPHALT SURFACE COURSE

FINISHED GRADE BOTTOM OF PROP.
—\ / /— PAVEMENT SUB—BASE

L—6" METALLIC DETECTABLE

@1 / WARNING TAPE

~—GRAVEL BORROW, TYPE B
THROUGHLY TAMPED IN LAYERS NOT

TO EXCEED 6" IN THICKNESS

r_g” T—PROP. 3" TRAFFIC SIGNAL
(M1.04.0, TYPE B) | ~| CONDUIT (SCHEDULE 80)

DETAIL FOR_CONDUIT UNDER ROADWAY & DRIVEWAYS

NOT TO SCALE

IN FULL—-DEPTH CONSTRUCTION AREAS

FINISHED GRADE

SAWCUT (TYP.)

37"0”
21“8”

A
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NS

1’—-—6“

DETAIL FOR CONDUIT U

PROP. HMA OR CEM. CONC. SiDEWALK—\

3" HMA BINDER COURSE PATCH EXISTING PAVEMENT
‘\ TO REMAIN
N /

\‘"“6” METALLIC DETECTABLE WARNING TAPE

—CONTROLLED DENSITY FILL
TYPE 2E (M4.08.0)

,—COMPACTED SAND BORROW
(M1.04.0, TYPE B)

. D—PROP. 3" TRAFFIC SIGNAL
1'-6” ___| CONDUIT (SCHEDULE 80)

NDER ROADWAY

IN_ COLD—PLANING AREAS
NOT TO SCALE

MATCH EXIST. GRADE

LOAM & SEED

311"0“
2’-—-8"

i
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/PROP. 4"

UNDER SIDEWALK OR LANDSCAPED AREAS

DETAIL FOR_CONDUIT

o “—PROP. 3” TRAFFIC SIGNAL
1786 _| CONDUIT (SCHEDULE 80)

NOT TO SCALE

—6" METALLIC DETECTABLE
WARNING TAPE

—COMPACTED GRAVEL BACKFILL

,—COMPACTED SAND BORROW
(M1.04.0, TYPE B)
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